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Explore the range

Stronger,
Smarter

This is a lightweight, high-efficiency twine offering extra length per spool (1750 m) and
high knot strength. UV stabilized and mechanically fibrillated, it delivers uniform twisting
and guaranteed length, making it a cost-effective choice for general agricultural tying needs.

Meters/spool     1750 m

Spools/pack      2

Weight/pack     10 Kg

Meters/pack     3500 m

Packs/pallet     80

Weight/pallet     800 Kg

Pallet dimensions (WxLxH) 1,10mx0,90mx2,15m

Real Runnage (m/kg)   350

Linear Breaking Strength (kg)  120

Knot Breaking Strength (kg)   ---

PP Baler Twine Exporplás 400
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Red

Designed for more robust agricultural use, this twine offers greater breaking strength and
durability, suitable for heavier bales or more demanding crop conditions. It's an upgraded
option over the 400 range for farmers who need enhanced performance and reliability.

Meters/spool     4500 m

Spools/pack      2

Weight/pack     10 Kg

Meters/pack     9000 m

Packs/pallet     80

Weight/pallet     800 Kg

Pallet dimensions (WxLxH) 1,10mx0,90mx2,15m

Real Runnage (m/kg)   900

Linear Breaking Strength (kg)  50

Knot Breaking Strength (kg)   ---

PP Baler Twine Exporplás 900

UV STABILIZED

HIGH KNOT 
STRENGTH

MECHANIC
FIBRILLATION

UNIFORM TWISTING

GUARANTEED
LENGTH

EXTRA LENGTH

Blue



Engineered for durability. Trusted in every season.

Ideal for greenhouse applications, this twine is made from polyolefins with a UV inhibitor
for durability. It features high runnage (5000 m per spool), strong tensile strength (42 kgf),
and excellent consistency. With a diameter of 9000 denier, it’ s lightweight, yet resilient —
perfect for supporting delicate crops like tomatoes or cucumbers.

Spool Weight  5kg

Spool Length  5000m

Real runnage  1000m/kg

Linear Density  9000 denier

Real Runnage (m/kg)   1000

Breaking Strength (min.) (kgf)  42

Knot Breaking Strength (min.) (kgf)  ---

Elongation at Break (%)   10-15
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Built for high-density baling, the R2 twine has a linear breaking strength of 360 kg and
knot strength of 265 kg, making it ideal for straw, hay, and silage. Its 10 kg spool format
and ferric oxide color reflect its heavy-duty use in large-scale operations.

Meters/spool    1200 m

Spools/pack     2

Weight/pack     20 Kg

Meters/pack     2400 m

Packs/pallet     48

Weight/pallet     960 Kg

Pallet dimensions (WxLxH) 1,20mx1,20mx2,00m

Real Runnage (m/kg)   120

Breaking Strength (kg)    360

Knot Breaking Strength (kg)   265
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